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Overview
Your Wireless Control Panel is compatible with Security+ 3.0™ garage door openers. All 
Security+ 3.0 garage door openers have a white learn button. The Wireless Control Panel can 
be used as a secondary device to open and close your garage door, and to turn on and off your 
garage door opener lights. The images throughout this manual are for reference only and your 
product may look different.

  WARNING
To prevent possible SERIOUS INJURY or DEATH from a moving gate or garage door:
•	 Install door control within sight of garage door, out of reach of children at a minimum height of 5 feet (1.5 m), and away from 

ALL moving parts of door.
•	 NEVER permit children to operate or play with door control push buttons or remote control transmitters.
•	 Activate door ONLY when it can be seen clearly, is properly adjusted, and there are no obstructions to door travel.
•	 ALWAYS keep garage door in sight until completely closed. NEVER permit anyone to cross path of closing garage door.
•	 Unattended devices and features are to be used ONLY with sectional doors.

WARNING: This product can expose you to chemicals including lead, which are known to the State of California to cause 
cancer or birth defects or other reproductive harm. For more information go to  www.P65Warnings.ca.gov.
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Installation
Install the control panel within sight of the garage door at a minimum height of 5 feet (1.5m) 
where small children cannot reach, and away from moving parts of the door. 

Tools Required

5/32 

Hardware Included

Anchor6ABx1-1/4"

Mount the Control Panel

01 Mark the location of the bottom mounting 
hole and drill a 5/32 inch (4 mm) hole. 02 Tap in anchor with hammer if installing on 

drywall. Install the bottom screw, allowing 
1/8 inch (3 mm) to protrude from the wall. 

03 Position the bottom hole of the control panel 
over the screw (a) and slide down into place (b). 04 Lift up the control panel push bar and 

mark the top hole.

a
b
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Installation (continued)

05 
Remove the control panel from the wall 
and drill a 5/32 inch (4 mm) hole for the 
top screw. Tap in anchor with hammer if 
installing on drywall.

06 
Position the bottom hole of the control 
panel over the screw and slide down 
into place. Install the top screw and close 
the push bar.
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Programming the Control Panel to Your Garage Door Opener
Choose an option below to program the wireless door control.

01 Option 1: �Follow the instructions below for your door control panel model to set your garage 
door opener into programming mode.

RECOMMENDATION: Have your door control panel product manual available, as models vary 
in how to set the garage door opener into programming mode.

X2

12:00
PM

2

3

1

Lift the push bar. Press the LEARN 
button twice (after the second 
press, the LED on the door control 
panel will pulse repeatedly).

Press and hold the light button, 
then press and release the 
push button. The button LED 
will begin to flash.

1. Select MENU.
2. �Scroll down and select PROGRAM.
3. �Scroll down and select REMOTE.

Control Panel Smart Control PanelPush Button Door Control

Push 
Button Light 

Button

Option 2: �Locate the LEARN button on your garage door opener (a ladder may be required).  
Press and immediately release the LEARN button. The LEARN button LED will turn on solid.

Learn 
Button

Learn Button 
LED
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Programming the Control Panel to Your Garage Door Opener 
(continued)

02 Within 30 seconds, press and hold the control panel push bar until the garage door opener lights 
flash and/or two clicks are heard.

"CLICK"
"CLICK"

TEST FOR SUCCESS: Press the control panel push bar. The garage door opener will activate. 
Next, press the control panel light button. The garage door opener lights should turn on or off. 
If the garage door does not activate, and/or the garage door opener lights do not turn on or 
off, repeat the programming steps.

NOTE: The wireless control panel will continue to activate the garage door opener if a wired 
control panel has been placed into Lock mode.
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Features and Operation

Features

Push Bar LEARN 
Button

Command LED 
(Amber)

Light Button

Operation

Push Bar
Press push bar to open / close the garage door. When the push bar is pressed, the LED behind 
the push bar will blink when transmitting a signal. To conserve battery power, the LED will turn off 
when not in use. If the LED does not light when the push bar is pressed, the battery power is low. 
Replace the battery (see page 10 for instructions).

Light Button
Press the light button to turn the garage door opener lights on or off. When the lights are turned 
on they will stay on until the light button is pressed again, or until the garage door opener is 
activated. Once the garage door opener is activated the lights will turn off after a specified period 
of time (the factory setting is 4 1/2 minutes). The light button will not control the lights when the 
door is in motion.

NOTE: Connect your garage door opener to the myQ app to manage the length of time the 
light stays on.
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Program a Remote Control or Wireless Keypad to Your 
Garage Door Opener

01 Lift the push bar. Press the LEARN button twice (after the second press, the LED on the door 
control panel will pulse repeatedly).

X2

LED

02a
Within 30 seconds, press and hold the 
button on the remote control that you 
wish to use. Release the button when 
the garage door opener lights flash 
and/or two clicks are heard.

02b
Within 30 seconds, enter a 4-8 digit 
personal identification number (PIN) of 
your choice. Press and hold the HOME 
button until the garage door opener 
lights flash and/or two clicks are heard.

"CLICK"
"CLICK" "CLICK"

"CLICK"

TEST FOR SUCCESS: Press the remote 
button you programmed. The garage door 
opener will activate. If the garage door does 
not activate, repeat the programming steps.

TEST FOR SUCCESS: With the garage door 
closed, enter the PIN you programmed 
and press the HOME button. The garage 
door opener will open the door. If the 
garage door does not open, repeat the 
programming steps.
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To Erase All Codes from Garage Door Opener Memory (Remote 
Controls, Wireless Keypads, and Wireless Control Panel)
To deactivate the accessories, first erase all codes:
Press and hold the “Learn” button the garage door opener until 
the learn indicator light goes out (approximately 6 seconds). All 
previous codes are now erased. Reprogram each remote control, 
wireless keypad, or wireless control panel you wish to use.
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Replacing the Battery
If the LED on your wireless control panel does not flash when the push bar is pressed, the battery 
power is low and it needs to be replaced.
Replace the battery with only 3V CR2032 coin cell battery. Dispose of the old battery properly.
To replace battery, follow the instructions as shown below:

01 
First, remove the control panel from the wall 
by unscrewing the top mounting screw (a). 
Lift the control panel up and pull off the 
wall (b). 

02 
On the back side of the control panel, 
using a Phillips #2 screwdriver, unscrew 
the screw, holding the logic board in place. 
The screw should remain attached to the 
logic board.

a

b

03 
Remove the logic board from the control 
panel. (a) Pull the top of the logic board away 
from the control panel. (b) Slide the logic board 
up out of the lower screw housing. (c) Pull the 
logic board away from the control panel.

04 With a cotton swab, push the old battery 
out of its holder.

a

b

c
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Replacing the Battery (continued)

05 Insert the replacement battery positive 
side up and ensure it is centered with 
the strap. 06 

Replace the logic board onto the backside 
of the control panel. Slide the logic board 
under the lower screw housing. Then align 
the guiding hole in the board to the control 
panel. The logic board should not move 
once secure in the control panel.

07 Use a Phillips #2 screwdriver to attach 
the logic board to the control panel with 
the screw. 08 

Position the bottom hole of the control 
panel over the screw and slide down 
into place. Install the top screw and close 
the push bar.
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Replacing the Battery (continued)

 WARNING
•	 INGESTION HAZARD: This product contains a button cell or coin battery.
•	 DEATH or serious injury can occur if ingested.
•	 A swallowed button cell or coin battery can cause Internal Chemical Burns in as little as 2 hours.
•	 KEEP new and used batteries OUT OF REACH of CHILDREN.
•	 Seek immediate medical attention if a battery is suspected to be swallowed or inserted inside any part 

of the body.

 WARNING
•	 Remove and immediately recycle or dispose of used 

batteries according to local regulations and keep away 
from children. Do NOT dispose of batteries in household 
trash or incinerate.

•	 Even used batteries may cause severe injury or death.
•	 Call a local poison control center for treatment information.
•	 Battery Type: CR2032
•	 Battery Voltage: 3 V
•	 Non-rechargeable batteries are not to be recharged.
•	 Do not force discharge, recharge, disassemble, heat above 

(manufacturer’s specified temperature rating) or incinerate. 
Doing so may result in injury due to venting, leakage or 
explosion resulting in chemical burns.

•	 Ensure the batteries are installed correctly according to 
polarity (+ and -).

•	 Do not mix old and new batteries, different brands or types 
of batteries, such as alkaline, carbon-zinc, or rechargeable 
batteries.

•	 Remove and immediately recycle or dispose of batteries 
from equipment not used for an extended period of time 
according to local regulations.

•	 Always completely secure the battery compartment. If the 
battery compartment does not close securely, stop using 
the product, remove the batteries, and keep them away 
from children.
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Additional Resources

One Year Limited Warranty
The Chamberlain Group LLC (“Seller”) warrants to the first consumer purchaser of this product that it is free 
from defect in materials and/or worksmanship for a period of 1 year from the date of purchase.
For more information, visit www.myq.com/warranty

Contact Us
For additional information or assistance, please visit: support.chamberlaingroup.com

NOTICE: This device complies with part 15 of the FCC rules and Innovation, Science and Economic Development Canada license-
exempt RSSs. Operation is subject to the following two conditions: (1) This device may not cause harmful interference, and (2) this 
device must accept any interference received, including interference that may cause undesired operation. Any changes or modification 
not expressly approved by the party responsible for compliance could void the user’s authority to operate the equipment.

©2025 The Chamberlain Group LLC 
myQ and the myQ logo are trademarks, service marks, and/or registered  

trademarks of The Chamberlain Group LLC. All other trademarks, service marks  
and product names used herein are the property of their respective owners. 

The Chamberlain Group LLC. 300 Windsor Drive, Oak Brook, IL, 60523, United States 
See chamberlain.com/patents114-6096-000
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Eliminación de todos los códigos de la memoria del abrepuertas 
de garaje (controles remotos, teclados inalámbricos y panel de 
control inalámbrico)
Para desactivar los accesorios, borre primero todos los códigos:
Mantenga presionado el botón “Learn” (Aprender) en el 
abrepuertas de garaje hasta que se apague la luz indicadora de 
learn (aprender) (aproximadamente 6 segundos). Se borran todos 
los códigos anteriores. Reprograme cada control remoto, teclado 
inalámbrico o panel de control inalámbrico que desee utilizar.
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Cómo reemplazar la batería
Si el LED de su panel de control inalámbrico no parpadea cuando se presiona la barra de empuje, 
la carga de la batería es baja y necesita reemplazarse.
Reemplace la batería únicamente con baterías de botón CR2032 de 3 V. Deseche la batería 
usada según corresponda.
Para reemplazar la batería, siga las instrucciones que aparecen a continuación:

01 
En primer lugar, retire el panel de control 
de la pared desatornillando el tornillo de 
montaje superior (a). Levante el panel de 
control y retírelo de la pared (b). 

02 
En la parte posterior del panel de control, 
con un destornillador Phillips nro. 2, 
desenrosque el tornillo que sujeta la 
tarjeta lógica en su lugar. El tornillo debe 
permanecer unido a la tarjeta lógica.

a

b

03 
Retire la tarjeta lógica del panel de control. (a) 
Tire de la parte superior de la tarjeta lógica 
para separarla del panel de control. (b) Deslice 
la tarjeta lógica hacia arriba para sacarla de la 
carcasa inferior de los tornillos. (c) Extraiga la 
tarjeta lógica del panel de control.

04 Con un hisopo, empuje la batería usada 
fuera del soporte.

a

b

c
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Cómo reemplazar la batería (continuación)

05 Introduzca la batería de repuesto con el 
polo positivo hacia arriba y asegúrese de 
que esté centrada con la correa. 06 

Vuelva a colocar la tarjeta lógica en la 
parte posterior del panel de control. 
Deslice la tarjeta lógica por debajo de 
la carcasa inferior de los tornillos. A 
continuación, alinee el orificio guía de la 
tarjeta con el panel de control. La tarjeta 
lógica no debe moverse una vez fijada en 
el panel de control.

07 Utilice un destornillador Phillips nro. 2 para 
fijar la tarjeta lógica al panel de control con 
el tornillo. 08 

Coloque el orificio inferior del panel de 
control sobre el tornillo y deslícelo hacia 
abajo hasta colocarlo en su lugar. Instale el 
tornillo superior y cierre la barra de empuje.
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Cómo reemplazar la batería (continuación)

 ADVERTENCIA
•	 PELIGRO DE INGESTA: Este producto contiene una batería de botón.
•	 En caso de ingesta, puede producirse la MUERTE o lesiones graves.
•	 La ingesta de una pila de botón puede provocar quemaduras químicas internas en tan solo 2 horas.
•	 MANTENGA las baterías nuevas y usadas FUERA DEL ALCANCE DE LOS NIÑOS.
•	 Acuda inmediatamente a un médico si sospecha que ingirió una batería o si la introdujo en cualquier parte 

del cuerpo.

 ADVERTENCIA
•	 Retire las baterías usadas, recíclelas o deséchelas de 

inmediato de acuerdo con las regulaciones locales y 
manténgalas fuera del alcance de los niños. NO tire las 
baterías a la basura del hogar ni las incinere.

•	 Incluso las baterías usadas pueden provocar lesiones 
graves o la muerte.

•	 Llame a un centro toxicológico local para obtener 
información sobre el tratamiento.

•	 Tipo de batería: CR2032
•	 Voltaje de la batería: 3 V
•	 Las baterías no recargables no deben cargarse.
•	 No fuerce la descarga, la recarga, el desmontaje, el 

sobrecalentamiento (por encima de la temperatura 
nominal que especifique el fabricante) ni la incineración. 
De lo contrario, podrían producirse lesiones debido 
a la ventilación, fugas o explosiones que provoquen 
quemaduras químicas.

•	 Asegúrese de que las baterías estén instaladas de forma 
correcta según la polaridad (+ y -).

•	 No mezcle baterías nuevas y usadas, ni diferentes marcas 
o tipos de baterías, como las alcalinas, las de carbono-zinc 
o las recargables.

•	 Retire e inmediatamente recicle o deseche las baterías 
de los equipos que no haya utilizado durante un período 
prolongado de tiempo según las regulaciones locales.

•	 Siempre cierre bien el compartimento de la batería. Si el 
compartimento de la batería no está bien cerrado, deje de 
usar el producto, quite las baterías y manténgalas fuera del 
alcance de los niños.
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Recursos adicionales

Garantía limitada de un año
The Chamberlain Group LLC (en adelante, el “Vendedor”) garantiza al primer consumidor que compre este 
producto que está libre de defectos de materiales o de mano de obra por un período de 1 año a partir de la 
fecha de compra.
Para obtener más información, visite www.myq.com/warranty.

Contacto
Para obtener más información o ayuda, visite: support.chamberlaingroup.com.

AVISO: Este dispositivo cumple con la parte 15 de las reglas de la FCC y de equipos RSS exentos de licencia de Innovation, Science 
and Economic Development Canada. El funcionamiento está sujeto a las siguientes dos condiciones: (1) este dispositivo no puede 
causar interferencia dañina, y (2) este dispositivo debe aceptar cualquier interferencia recibida, incluida la interferencia que pueda 
causar un funcionamiento no deseado. Los cambios o las modificaciones a esta unidad que no sean aprobados en forma expresa por 
la parte responsable del cumplimiento pueden invalidar el permiso del usuario para operar el equipo.

© 2025, The Chamberlain Group LLC 
myQ y el logotipo de myQ son marcas comerciales, marcas de servicio o marcas 

registradas de The Chamberlain Group, LLC. Todas las demás marcas comerciales, 
marcas de servicio y nombres de productos utilizados en este documento pertenecen 

a sus respectivos propietarios.
The Chamberlain Group, LLC. 300 Windsor Drive, Oak Brook, IL, 60523, United States. 

Consulte chamberlain.com/patents114-6096-000
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